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L 270 / 271 digi SC 
Top modern.  
Inside and out. 
• Flat linear design
• Sensor invisibly integrated in the product
• 3 detection zones can be flexibly switched on or off
• Detection quality equally reliable regardless of walking direction
• Settings via Bluetooth with STEINEL Connect App

36.000 h

Revolutionary digi-sensor technology.  
Detection quality independent of walking direction.

Setting and  
networking via app

The LEDs have a service life of up to  
of up to 22 years or 36,000 hours.

Outdoor light
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L 270 / 271 digi SC

Setting and  
networking via app Infrared sensor 180° Radius max. 8 m 2 - 2000 lx 10 sec - 60 min

Soft-light start Basic light Warmwhite
Settings via STEINEL 
Connect App

High-quality  
aluminium

Can be networked 
via Bluetooth Mesh 
Connect

Technical data L 271 digi SC

Power  .................................................................................. 6,6 W  

Luminous flux  ................................................................566 lm

Time setting  .....................................................10 sec - 60 min 

Enclosure material  .............................................. aluminium

Sensor Connect, anthracite ....................4007841 067212

Connect (without sensor), anthracite ...4007841 068714

TTechnical data L 270 digi SC 

Power  .................................................................................  7,8 W  

Luminous flux ................................................................  637 lm

Time setting  .....................................................10 sec - 60 min

Enclosure material ............................................... aluminium 

Sensor Connect, anthracite ................... 4007841 067205

New STEINEL 
Connect App for  
Bluetooth Mesh 
Connect Standard
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